Cable materials & Specifications

ACROLINK

7N Cu MEXCEL POWER CABLE
Stressfree 99.99999% Purity Copper

/N-PC9700 MEXCEL

i e . - R Ny G e s & S i, e R N W N B -‘-‘“‘ﬂ"‘“r-bj'm
ACROLINK Stress%e Cable m-PCs;OO'MEXCEL 99.99999% Cuﬁrﬁxu&d‘hyAMWLINK <PSSE JET DAIYU DENSEN'15A 125V EE X\ MITSU'

. e Ny e g3 HYM*’W‘% e B
ACROLINK mpoxd” "N 966666'66 TIOXIN 00260d-NL 8Iqed

SEEERE = - & Xty Ve Yy .'V.Wq\-rw.h e« & g s, S G R S b N R B o i
ACROLINK Stressfree Cable  7N-PCO700 MEXCEL 99.99999% Cu v:rﬁ,ﬁy‘kmmk <PSSE JET DAIYU DENSEN"15A 125V EE ‘).m

v % A « Y g X mu?“wv‘w ol Mt o g &
ACROLINK mpoid” " N7) 96666666 TIOXIW 00260d-N2 8jqed

Conductor ' D.U.C.C Stressfree 7N MEXCEL 0.326 x 50 strands 7N-PC9700 MEXCEL
Insulation : Macromolecule polyolefin _——__ ~— Conductor
1st Inner sleeve : Macromolecule polyolefin + tungsten + amorphous + carbon powder
2nd Inner sleeve : Macromolecule polyolefin + Special power which controls vibration ' Electromagnetic
Shielding : UEW (Urethane Enameled Wire) + semi conductive tape ) absorber
Outer sleeve - UV resistant Polyurethane lluliz
Conductor resistance ~ : 2.0mQ/m
Electrostatic capacitance : 10pF/m ol
Cable diameter :16.0mm

Semi-conductive

carbon tape

Power p|ug & IEC connector . Urethane enameled wire
Contact parts  : Beryllium copper “ Outer sleeve
Plating : Silver layered rhodium (polished before plating)
Body : Special resin + brass + carbon fiber + aluminum

Standard length is 1.5m. Special length order is available.



